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6 x M8

M8 STUDS

MS02-41 INSULATOR SPACER

M8 NUT & WASHER

1/4 BSP BRAKE BOOST BOSS

3x M6 IDLE BOSSES FOR IB03

USED ON
3.2 CARRERA - G BODY - 1984-1989 - NEEDS 10 OR 12MM SPACER - USES SHORT LINKAGE - Ø41 PORT
3.0 - G BODY 911SC - 1975-1984 - NEED 10 OR 12MM SPACER - USES SHORT LINKAGE - Ø38 PORT
2.7 - G BODY 911S, CARRERA 2.7 - 1973 - 1978 - NEED 2MM SPACER - Ø34 PORT
2.7 - F BODY - 1972-1973-911RS - NEED 2MM SPACER - Ø34 PORT
2.3 - F BODY 1971-1973 - 2MM SPACER AND COVER INJECTOR POCKET - Ø34 PORT
2.4 - F BODY 1970-1971 - 911T, 911E, 911S USA SPEC CARS HAD FUEL INJECTION SO NEED 2MM SPACER AND COVER INJECTOR POCKET - Ø34 PORT
2.2 - F BODY 1970-1971 - 911T, 911E, 911S - USA SPEC CARS HAD FUEL INJECTION SO NEED 2MM SPACER AND COVER INJECTOR POCKET - Ø34 PORT
2.0 - F BODY 1963-1969 - PORSCHE 901, 906, 911L, 911S, 911T, 911E - NEED 2MM SPACER WITH NO INJECTOR PORT SO CAN BE SAME PROFILE AS MANIFOLD - Ø34 PORT
2.0 - PORSCHE 910 CARRERA 10 - 1966-1968

https://en.wikipedia.org/wiki/List_of_Porsche_engines

MANIFOLDS TO BE CRACKLE BLACK (NOT ALODINE - JEFF REQUEST)
STYLE OF THE 906 MANIFOLD

FOR PORSCHE 2 STUD AIR COOLED EARLY 911 STYLE CARS 1963-1989
USED ON THE 2.0L TO 3.0L AND 3.2 CARRERA ENGINE
COMES WITH B30 PHENOLIC 2MM INSULATED SPACERS AND FIXING KIT
MANIFOLD POWDER COATED CRACKLE BLACK
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